
PA10
손바닥 정맥+지문 멀티 인증

PA10은 ZKTeco의 지문인식과 함께 손바닥(Palm) 인식 기능을 갖춘 멀티 

바이오인식 출입통제/근태관리 단말기입니다.

비접촉 인증방식인 손바닥(Palm) 인식 기능을 통해 위생적인 관리가 가능하며, 

지문인증을 동시에 설정할 경우 보안성을 더욱 높일 수 있습니다. 

특히, 손바닥 인식의 경우 손금과 손바닥 정맥을 동시에 인식함으로써 고도의 보안성을 보장하는 제품입니다.

TCP/IP, RS485, PoE 및 Wi-Fi 네트워크 인터페이스를 갖추고 있습니다.

* 운영 소프트웨어: ZKAccess3.5 / ZKTimeWeb

* ZKTeco의 일반 제품으로서, 2년의 무상 AS를 보증합니다.



Specifications

Configuration Dimensions (mm)
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Display 2.4-inch TFT LCD Color Screen

Palm Capacity 800 

Fingerprint Capacity 3000

Card Capacity 3000 (Mifare / EM) 

Transaction Capacity 150,000 

Sensor BioID Sensor 

Communication RS485, TCP/IP, USB-host, Wi-Fi(Optional) 

Access Control Interface 3rd Party Electric Lock, Door Sensor, Exit Button, Alarm, Doorbell 

Wiegand Signal Input, Output, SRB 

Aux. Input 1ea for linkage function 

Functions 
DST, Automatic Status Switch, Anti-passback, Scheduled-Bell, 
Printer(Optional), External FP Reader, ADMS (Optional), PoE(Optional) 

 

Power Supply 12V DC, 3A 

Operating Temperature 0 °C- 45 °C 

Operating Humidity 20% - 80% 

SDK Standalone SDK 

Cables Diode(FR107) Screw Driver Screw and Holders

Optional Accessories
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