
G3 Plus
하이엔드 얼굴/지문/카드 멀티 인증 단말기

G3 Plus는 ZKTeco 최초의 ‘Anti-Glare Facial Recognition(눈부심 방지)’ 기술이 적용된

멀티 바이오인식 출입통제/근태관리 단말기 입니다.

최신 적외선 조명기술이 적용되어 강력한 햇빛에서도(최대 60,000 LUX) 정확한 

얼굴 인식이 가능한 최고급 제품입니다.

또한, 최신 버전의 얼굴인식 알고리즘을 통해, 안경, 모자 또는 기타 액세서리를 

착용한 사용자도 인식함으로써 전례 없던 새로운 경험을 제공합니다.

* 운영 소프트웨어: ZKBioSecurity / ZKTimeWeb

* ZKTeco의 Green Label 제품으로서, 3년의 무상 AS를 보증합니다.



Features

다양한 네트워크 인터페이스최신 버전의 Facial 9.0 얼굴인식 알고리즘

혁신적인 SilkID 지문인식 센서 하이브리드 멀티 인증 (얼굴/지문/카드)

주변 밝기에 상관 없는 완벽한 얼굴인식 
(최대 60,000 Lux에서도 정상 작동)

내장형 PoE 탑재

지문 상태에 상관 없는 완벽한 인식 성능 
(건지/습지 등)
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Specifications (    : GL Exclusive Feature)

Fingerprint Capacity 5,000 

Card Capacity 10,000 

Face Capactiy 3,000 (1:N)/4,000 (1:1) 

Transaction Capacity 100,000 

Communication TCP/IP, USB Host, Wiegand Output 

Hardware 4.3 inch Touch LCD, 1.2GHz High Speed CPU, Memory 128MB RAM/256MB Flash, 
SilkID Fingerprint Sensor, 168 Infrared Sensors 

Standard Functions ID Card/Work Code/WDMS, DST/SMS/Bell Schedule, Attendance Status Auto-Switch,
Record Query/Photo ID, Custom Wallpaper & Screen Saver 

Optional Functions Wi-Fi/3G, External Printer, Battery (2,000 mAH) 

Special Functions 
Precise facial recognition under strong, sunlight (up to 60,000 Lux), Latest ZKTeco 
Facial Recognition, Algorithm, easy to recognize users, wearing glasses and hat, 
Prevents repeated face registration 

Access Control Interface Lock Relay Output, Alarm Output, Exit Button, Door Sensor, External Bell Output 

Compatibility ZKBioSecurity, ZKTime.Web  

Working Temperature 0 °C - 45 °C 

Dimensions 199.2 × 171.8 × 131.3 mm 

Algorithm ZKFace v9.0 & ZKFinger v10.0 Algorithms 

Configuration Dimensions (mm)


